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CAPTAIN-i  Intruder Alarm System Ver.5 offers new advanced technician 

features unavailable in former versions.  

� Two partitions 

� User Code 8 reports duress code 

� Failure inhibits arming the system 

� GSM communication 

� Direct technician menu accessing 

� Ability to program transmission count for radio 

Partitioning 

CAPTAIN-i  Ver.5 can be divided into 2 partitions with the following features: 

� Each zone can be allocated either to partition #1, partition #2, or both 

� Each user can be allocated either to partition #1, partition #2, or both 

� Each partition can have a different I.D. Number  

� All keypads connected to the system share the same display, even if 

they are allocated to different partitions 

 

IMPORTANT! 

Two ways to access Technician Menu: 

� Enter Master Code, press  and then enter Technician Code. 

� (New) Direct access by entering the Technician Code.  

Allocating Zones to Partitions 

In this screen you program which zone/s is allocated to partition #1, 
partition #2 or both: 

 

NOTES: 

� To navigate on bar, use  and  keys. 

� Marking a “+” under a parameter’s letter enables the zone with this 

parameter. Marking a “-” disables it. 

� In order to change the mark from “-” to “+” (and vise versa) use   
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Enter Technician Menu 9  (Zone Responses menu) 9  The 

following screen is displayed 

SPGF12 Siren

++--+- Zn.Resp1

Partition 1 Partition 2  Zone number

 9  x4 9 Mark 

“+” or “-” under parameter 1(Partition #1) 9  Mark  “+” or “-” under 

parameter 2 (Partition #2) 9  to continue to the next zone. 

To exit press 9   

Allocating User Codes to Partitions  

In this screen you assign user codes for partitions #1 and #2. 

A user allocated to both partitions can arm/disarm the entire system.  

Enter Technician Menu 9  9  (“User Partitions”) 9  

The following screen is displayed 

Users for Part 1

++++++++

1 2 3 4 5 6 7 8  9  10   1 1  12   13   1 4  15  16

User no.  9 Mark “+” 

above the no. of the user/s designated for partition #1 . When finished 

9  to allocate users to Partition #2, in the same manner. When 

finished 9 . 

To exit at any stage, press 9  

 

NOTES: 

� To navigate on bar, use  and  keys. 

� Marking “+” allocates the user to the partition. Marking “-“ excludes 
him. 

� In order to change the mark from “-” to “+” (and vise versa) press   
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IMPORTANT! 

� Entering the Master Code when one of the partitions is already armed 

will arm the other partition as well. 

� Entering the Master Code when both partitions are armed will disarm 

the entire system. 

Programming Subscriber I.D to Partitions 

In this screen you program subscriber I.D’s for partitions and double 
report. Note the four different cases: 

� In a system without partitions and without double report, only the first 

screen need be programmed 

� In a system without partitions but with double report, in the first 

screen you program the first CMS I.Ds (PSTN and radio). In the second 
screen you program the I.Ds for the second CMS (PSTN only) 

� In a partitioned system, in the first screen you program I.Ds for the 

first CMS (PSTN and wireless). In the second screen you program I.Ds 
for the second CMS (PSTN and radio) 

� In a partitioned system with double report, the I.Ds are identical for 
both CMSs 

 

IMPORTANT! 

� In any case of double report, wireless report will be sent only to the 

first CMS. 

Enter Technician Menu 9  9  and receive the following 

display 

Subscriber I.D

Ph:0 Rad:0

Tel. (PSTN) I.D account no. Radio I.D account no.  (i.e.- “first screen)  9 For partition 1: 

Program Telephone (PSTN) and Radio I.Ds 9  to exit  

OR-9  to program Subscriber I.Ds for partition 2 / for a second 
CMS in case of double report (without partitioning) and receive the 
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following display 

DblRep. Or Part.

Ph:0 Rad:0

Phone (PSTN) I.D account no. Radio I.D account no. (i.e.- “second screen”)9 

program I.Ds 9  

Partitioning Display 
� LCD keypad display when partition #1 is ON: 

Prt.1 ON  13:53

Green LED
blinking

once every
4 seconds

 

� LCD keypad display when partition #2 is ON:

Prt.2 ON  13:53

Green LED
blinking

twice every
4 seconds

 

� LCD keypad display when both partitions are ON: 

*** ON ***

Green
LED
 lit

constant

 

 

NOTE: 

Only the green LED in a LED keypad (RX-130, RX-180, RX-406) indicates 

the armed partition/s.  

User Code 8 Reports Panic Code 

User code 8 can function as Panic Code. Enabling this feature will report a 
panic event to CMS and disarm the system if armed, once User Code 8 is 

entered. Programming this feature consists of two stages (order not 
important): 
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� Enter Technician Menu 9  9  9  and 

receive the following display 

User 8

******

 9 Enter a new 

code (4-6 digits)9  9   

� Enter Technician Menu 9  9  X6  and receive the 

following display 

PDX User 8=Panic

---    Config 6

 9 Mark “+” under the “P” 

parameter (i.e. Panic) 9 9  X3 to exit. 

Failure Inhibits Arming 

In ver.5 of CAPTAIN-i  it is possible to inhibit arming the system in case of 
a failure (AC, battery, etc.). To program this feature do the following: 

Enter Technician Menu 9  9  X6  and receive the following 

display 

PDX User 8=Panic

---    Config 6

 9  9 Mark “+” under the “D” 

parameter9  

Connecting GSM-100 

In ver.5 of CAPTAIN-i  it is possible to connect PIMA’s GSM-100 module. 

Accordingly, the GSM-100 can:  

� Function either as a back-up cellular communication to PSTN line or as 

the only communicator (i.e. no PSTN connected) 

� Use the radio account number for reporting (different from the PSTN’s 

account number) 

� Delay opening/closing reports until 4 PSTN failures 

� Send Auto Test report in parallel to PSTN 

� Report all events in parallel to PSTN 

� Have its own Pre-number (e.g. the area code which is not usually 

added to PSTN dialing)  
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� Supports Double Report  

To program CAPTAIN-i  for GSM-100 do the following: 

Enter Technician Menu 9  9  and receive the following 

display 

GSM Unit

ENTER/NEXT/END

 9  and receive the following 
display  

GERTP GSM Exists

-----

 9 Program “+” or “-” for designated GSM 

features (see table below) 9   

 

NOTE: 

For further information on how to install GSM-100, turn to GSM-100 

Installation manual. 

G GSM Unit Installed: 

+ GSM unit installed and tested by system 

- GSM unit not installed 

E Arming/Disarming Reports via GSM 

+ Arming/Disarming reported after one PSTN dialer failure 

- Arming/Disarming reported after four successive PSTN dialer failures 

 

NOTES: 

� When the alarm system identifies a failure in the PSTN line, the events 

are immediately transmitted through the GSM (including 

arming/disarming) regardless of the “E” parameter. 

� While sending events via GSM, the system tries to send them via PSTN 

line. 

R Radio Account No. Reported via GSM 

+ Account Number reported to CMS is taken from the Radio Account 

Config. 

- Account Number reported is identical to PSTN. 
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IMPORTANT! 

If a radio transmitter is not connected to the system, you must configure 

“t=0” in the “Comm. Format” screen (“t” represents wireless 
communication format). Otherwise, the events will be reported via radio 

as well! 

T Automatic Test Reports via GSM 

+ Automatic reports via GSM as well 

- No automatic reports via GSM 

Programming Pre-number for GSM 

The GSM pre Number is the constant digit/digits that will be added to the 
CMS numbers for GSM communication. The pre number is usually used for 

adding the area code of the PSTN number. 

Enter Technician Menu 9  9    and receive the 

following display 

GSM Pre Number

  

 9 Enter the designated pre 

number (up to 4 digits) 9  

GSM Fail Indications 

LCD Indication Description 

GSM Unit GSM is not connected/operating properly 

GSM Link Bad reception or interference in GSM channel 

SIM Card No SIM Card detected in GSM or a fault detected with 

card 

GSM Comm. Communication failure between GSM and CMS 

 

NOTE: 

For further information on how to install GSM-100, turn to GSM-100 

Installation manual. 




